
Fig. WA9.c03

Table CF.14

Separating floor - In-situ concrete slab

Ÿ 225 (min) in-situ concrete slab,  
32400kg/m  density without screed 

Structural floor

In-situ concrete slab with flat soffit  
For use in reinforced concrete frame construction  

Screed laid on resilient layer system or bonded acoustic floor covering

Acoustic
treatment options

� Cellecta YELOfon HD10+ under 

screed resilient layer, E-strip (edge strip) 
and J-strip (acoustic joining tape) 

� Cellecta DECKfon Ultralay 5 or

� Cellecta RUBBERfon Ultratop 5 

bonded floor covering

Screed
(if required)

Ÿ 65mm (min) sand cement screed
2 Ÿ 40mm proprietary screed, nominal 80kg/m

mass per unit area

Robust Detail E-FC-18

Ceiling See Tables WA9.c03d for ceiling treatment options 

Table WA9.c03d

rd impact performance values quoted were conducted at Sound Research Laboratories, UKAS ref. 
0444 in accordance with BS EN ISO 140-6: 1998 and rated in accordance with BS ISO 717-2: 1997 

as detailed in Appendix D of the Robust Details handbook (minimum value required rd DL = 17dB).  w

PCT values quoted are typical, based on the treatment being installed correctly and pre-
completion tested, with airborne performance tested in accordance with BS EN ISO 140-4:1998 
and impact performance tested in accordance with BS EN  ISO 140-7: 1998. 

Acoustic Performance

Recyclable
Foam<5 ODP

GWP zero BBA
VERIFIED 

 DATARD

YELO 10�fon HD + 
High density polyethylene foam with Surebond facing
Dimensions: 10mm x 1.5m x 33.33m (50m²)

YELO �fon E-strip
Self adhesive perimeter edge strip
Dimensions:  7mm x 200mm x 33m

Airborne

55dB D + C   nT,w tr

Impact 

50dB L   nT,w

Building Regs 

>+8dB  

A Under screed resilient layer system

Any metal frame ceiling - 150mm (min) void
To be used with 225mm (min) depth concrete slab

Ceiling Treatment 

Construction notes
Materials must be installed in accordance with manufacturers’ instructions to achieve stated 
acoustic values.  Wall treatments MUST be isolated from the floating floor with YELOfon E-strip, 
bonded floor covering or a flexible acoustic sealant.  

YELO �fon J-strip
Ultra high grab acoustic joining tape
Dimensions: 2.5mm x 75mm x 40m

DECKfon Ultralay 5
Dimensions: 5mm x 1.2m x 10m (12m²)

Cell 80ecta UL
Floor covering adhesive 
Size: 15kg tub (up to 80m² coverage)

Airborne

53dB D + C   nT,w tr

Impact 

53dB L   nT,w

Building Regs 

>+8dB  

rd DL  = 23dBw  

B Bonded acoustic floor covering

Table CF.14RUBBERfon 5  Ultratop
Dimensions: 5mm x 1m x 10m (10m²)

Cell 80ecta UL
Floor covering adhesive 
Size: 15kg tub (up to 80m² coverage)

Airborne

53dB D + C   nT,w tr

Impact 

45dB L   nT,w

Building Regs 

>+8dB  

rd DL  = 31dBw  

C Bonded acoustic floor covering

2One layer of nominal 10kg/m  gypsum-based board

150mm
 (min)

A

B

C

Proprietary
Treatments
Proprietary
Treatments

RD

Table WA9.c03cTable WA9.c03a

Table WA9.c03b
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Soil pipes

Soil pipes and services that penetrate through the 
HD10+ or E-strip MUST be isolated from the 
screed by wrapped them in E-strip and sealing the 
joints with J-strip.

Perimeter detail

Around the whole floor perimeter stick the E-strip 
to the wall, folding up the bottom flap and overlap 
with the HD10+ (by at least 40mm). Seal all joints 
with J-strip.

Doorways

Services should be secured to the structural slab with straps and covered 
with HD10+. Alternatively, they can be laid over the HD10+ and held in 
position with J-strip until the screed is applied. Services that penetrate the 
resilient layer MUST be isolated from the surrounding structure by 
wrapping them in E-strip, and sealing all joints with J-strip.

Services

Anhydrite: Butt join and seal joint with J-strip and 
cover HD10+ with 500g polythene sheet. 
Sand/cement: Overlap by 150mm and seal joint with 
J-strip. 

Joining rollsRoom corners

In corners, mitre the E-strip’s upper and lower flaps 
to allow them to fold in. The bottom flap must 
then be overlapped by the HD10+ by at least 
40mm, with the joint sealed with J-strip. 

Fold down the upper section of the E-strip and tape 
in position. Ensure ALL wall treatments including 
plaster, plasterboards, plaster adhesive and skirting 
boards are completely isolated from the screed.

Wall treatments

Should partitions be built off the sub-floor, stick 
the E-strip to the partition, folding up its bottom 
flap. Overlap the HD10+ and seal all joints and 
gaps with J-strip.

To stop acoustic flanking at the threshold, fix a 
timber batten across the door opening to act as a 

“stop” and stick the E-strip to it. Trim off excess 

strip with a sharp knife. 

Ensure E-strip goes under ALL door frames to 
eliminate the risk of acoustic flanking. 

Thresholds Partitions

Stairwell/
communal area 

Apartment 

Stairwell/
communal area

E-strip MUST be fixed around floor perimeter, 
including around all blockwork walls that are built 
off the structural slab 

E-strip MUST be fixed around floor perimeter, 
including around all partition walls that are built 
off the structural slab 

The acoustic performance of the floor will be compromised if the screed is not completely 
isolated from the structural slab, soil pipes, door frames, the surrounding walls and their 
treatments. To address this risk, each potential problem area needs to be detailed 

31 32 3

654

987

Partitions installed off the floor screed
Partitions installed before the 
floor finish is laid
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Stairwell/
communal area 

Apartment 

Anhydrite screeded floor 

Sand / Cement Screeded Floor  

3

4

2

Design & installation details - YELO 10fon HD +

CellectaR

I N N O V A T I O N I N I N S U L A T I O N

Videos News RefurbNew Build More

ScreedBoard
The ultimate floor board...

Installation video on
the  appCellecta
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