
BASEMENT WALLS & FLOOR CellectaR

The method of calculating the U-value of a basements is more complex 
than other applications. To determine the thickness of insulation required 
contact Cellecta for assistance.
T. 01634 29-66-77
E. technical@cellecta.co.uk
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LABC warranty
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Premier Guarantee

Thermal Conduc�vity 
EN 12667 (W/mK)

Temperature range (�C)

Board size (mm)

Thickness’ available
(other sizes manufactured to order)

XGYP includes 12.5mm 
plasterboard

Long term water absorp�on
by immersion EN 12087 (%)

Edge profile

<30mm
>40mm

<80mm
>81mm

<30mm
>40mm

Strength at 10% 
compression EN 826 (kPa)   

Strength at 2%
compression EN 1606 (kPa)
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FLOOR

GYP

Product Information

250
-

-
300

20

80
-

-
125

0.7

600
x 2500

0.7

600
x 2500

25

30 40

0.033
-

0.033
0.034

-50/+75 -50/+75

250 300

XFLOOR

- -
- -
- -
- -

- -

-

50 60
75 80

- -
-

250*
300*

80*
125*

0.7*

-50/+75

1200
x 2400

52

62 72
92

112 132
152 172

0.033*
0.034

42

XGYP

- -

-

FASTRACK
A R C H I T E C T U R A L  C A D  D ATA B A S E S

CADd FASTRACK
A R C H I T E C T U R A L  B I M  D ATA B A S E S

BIMd

Both XGYP and XFLOOR extruded Cellecta 
polystyrene thermal insula�on boards have an excellent 
thermal performance, high compressive strength, making 
them ideal for basement up-grade applica�ons. 

Square Square S/E    &    T/E
* Refers to insula�on performance 

Cellecta HEXATHERM XGYP thermal laminate installed internally against basement wall
Cellecta HEXATHERM XFLOOR insulation installed below floating screed
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Cellecta HEXATHERM 
XFLOOR 300 (Domestic/commercial applications) 

Fig. 1B 

Structure 
below ground

Tanking membrane

Retaining wall 

Backfill

Geotextile filter layer (optional)

Cellecta HEXATHERM 
XFLOOR 250 (Domestic/commercial applications)

Cellecta HEXATHERM XGYP
(Thermal laminate)

WT9.b2

250 - 300kPa

Excellent life-long thermal performance
Twice the compressive strength of PiR
Closed cell structure
Quick and easy to install
100% Recyclable

Key Benefits
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