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Student accommoda�on, Egham: XFLOOR 500 - 100mm 
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BIMd

500 - 700kPa

FLOOR 500 700/

Cellecta  ’s XFLOOR 500/700 insula�on boards have
 a ultra high resistance to compression and closed cell 
structure that provides unrivalled resistance to water 
absorp�on, making them ideal for a mul�tude of 
commercial, educa�onal and industrial UFH applica�ons. 

Key Benefits

4 - 5 times the compressive strength of PiR
Excellent life-long thermal performance
Closed cell structure
Very low water absorption
100% Recyclable
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Strength at 10% 
compression EN 826  

Strength at 2%
compression EN 1606

Long term water absorp�on
by immersion EN 12087 

mmStandard thickness’
(other sizes manufactured to order)

W/mK
Thermal Conduc�vity 
EN 12667
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Typical Thickness of Insulation Required
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Sand/cement, anyhydrite screed, concrete slab

Under floor heating pipes secured to
insulation with proprietary clips (optional)

Damp proof membrane (DPM)
(can be installed above or below the insulation)

Cellecta HEXATHERM 
XFLOOR 500 (Commercial/industrial applications)

Cellecta HEXATHERM 
XFLOOR 700 (Commercial/industrial applications)

Concrete slab (To structural engineer’s specification)

Underfloor heating pipe clipped to Cellecta HEXATHERM XFLOOR insulation boards 
Pipes imbedded within floating floor screed / concrete slab

Ground bearing floor slab

Insulation Board
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Calculated in accordance with ISO 13370


